ISOLITE
izole Ates Tuglalari

Kalite / Sinif LBK-20 LBK-20HS 1BK-23 LBK-23HS 1BK-26 LBK-26HS  LHB  1BK-28 P&  LBK-3000  LAB-165

1200°C 1200°C | 1300°C | 1300°C 1430°C 1430°C 1450°C 1540°C 1649°C 1600°C 1650°C

eSS i @92°F | @92 | @2H | @R°H | Q60D | @60°H | @s2H | @00°H | (000°H | @R°H | (00°H
Hacim Yoguniugu 04 | 06 | 0s | 0e | 0% | o | 1 o | om0 0 | 0w

Isi Iletkenligi (W/m-

o etkeniig; (W/m-K) 0 | 0 om0l | 0@ | om | 0% | 0B | M | 0 | 0%
400 °C ASTM C182-88 o |0 | s | 0 | 0B 03 | 05 026 0% | 0% | 03
600 °C ASTM C182-88 00 | 0 | o | 0 | ox 0B |06 029 039 038 | o4
800 °C ASTM C182-88 05 | 0% | 02 | 0% | 0% 038 | 08 | 03 044 04 | 04
1000 °C ASTM C182-88 03 048 | o 038 | 0 | om0 | om

1200 °C ASTM C182-88

Soguk Kirlma Direnci (MPa)

IS R 2615) TRY 20 | 29 3 1o 32 30 35 40
Kinlma Modult (MPa) (JIS R 2619) 1.0 12 14 11 13 17 20
Tekrar Isinma Cekmesi (%)
. 00 000 060 1 3
DRSS AL A (1065) (1230) (1400) o0 | ) | g6

08 | 0; | o2 | 0w | 0% | oe | o3 | o 0 | oz | o

‘C X 8 hrs JIS R 2613-1985
(1200) (1200) (1300) | (1300 (1400) (1400) (1450) (1500) (1550) (1600) (1650)

‘C X 12 hrs JIS R 2613-1998

Kimyasal Kompozisyon (%)

AlLO, 4 4 4 4 63 46 67 68 69 n 3
SiO, 52 52 7 2 34 a 3 30 30 2% %5
Fe,O, 12 12 12 12 07 1 06 05 05 046 05
Onerilen Hymor 50

Bu bilgiler, degisebilen tipik ézellikleri temsil ir ve it amaciyla

95






